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1.0 TSI/70 kW 1.0 TSI/81 kW 1.5 TSI/110 kW 1.0 TGI/66 kW G-TEC

Turbocharged petrol engine Turbocharged petrol engine Turbocharged petrol engine Turbocharged petrol/CNG engine

ENGINE

Cylinders/Cubic capacity (cc) 3/999 3/999 4/1,498 3/999

Max. performance/Revs (kW/rpm) 70/5,000–5,500 81/5,500 110/5,000–6,000 66/4,000–5,500

Max. torque/Revs (Nm/rpm) 175/1,600–3,500 200/2,000–3,000 250/1,500–3,500 160/1,800–3,800

Air pollution regulation EU6AP EU6AP EU6AP EU6AP

Fuel Petrol, RON min. 95 Petrol, RON min. 95 Petrol, RON min. 95 CNG/Petrol, RON min. 95

PERFORMANCE

Maximum speed (km/h) 189 199 (198) 220 (218) 183

Acceleration 0–100 km/h (s) 11.1 10.1 8.0 (8.2) 12.2

Fuel consumption WLTP*  (l/100 km) CNG – kg/100 km:

– low 6.96–7.18 6.86–7.21 (7.17–7.55) 7.26–7.73 (8.03–8.42) 4.62–4.77

– medium 5.41–5.80 5.14–5.65 (5.72–6.14) 5.42–5.85 (5.77–6.21) 3.48–3.70

– high 4.78–5.21 4.51–5.03 (5.01–5.47) 4.68–5.15 (4.98–5.41) 3.12–3.33

– extra high 5.63–6.26 5.47–6.15 (5.75–6.40) 5.53–6.15 (5.77–6.35) 3.75–3.97

– combined 5.51–5.97 5.30–5.85 (5.71–6.21) 5.48–5.98 (5.83–6.31) 3.61–3.82

CO2 emissions WLTP* (g/km)

– low 158.04–163.02 155.74–163.72 (162.79–171.42) 164.79–175.56 (182.36–191.36) 126.3–130.58

– medium 122.76–131.78 116.58–128.12 (129.76–139.34) 122.95–132.65 (131.02–140.95) 95.19–101.15

– high 108.41–118.34 102.22–114.09 (113.67–124.13) 106.07–116.91 (112.91–122.74) 85.23–91.13

– extra high 128.15–142.23 124.19–139.57 (130.46–145.34) 125.46–139.61 (131.06–144.06) 102.43–108.51

– combined 125.02–135.61 120.19–132.69 (129.59–141.06) 124.32–135.77 (132.34–143.22) 98.84–104.56

POWER
TRANSMISSION          

Type Front-wheel drive Front-wheel drive Front-wheel drive Front-wheel drive

Clutch Hydraulic single dry clutch disc 

Hydraulic single dry clutch disc
(Twin coaxial clutch,  
electro-hydraulically operated)

Hydraulic single dry clutch disc
(Twin coaxial clutch,  
electro-hydraulically operated) Hydraulic single dry clutch disc 

Transmission Manual 5-speed
Manual 6-speed
(Automatic 7-speed DSG)

Manual 6-speed
(Automatic 7-speed DSG) Manual 6-speed

WEIGHT

Kerb weight – with 75 kg driver (kg)** 1,215–1,383 1,228–1,396 (1,248–1,416) 1,257–1,424 (1,276–1,443) 1,327–1,437
Payload – incl. driver and extra  
equipment (kg) 433–566 439–561 (439–562) 431–564 (432–566) 375–472

Total weight (kg)** 1,697–1,750 1,703–1,760 (1,725–1,780) 1,737–1,780 (1,759–1,800) 1,720–1,737

Trailer load without brakes (max. kg) 600–620 610–620 (620–630) 620–640 (630–650) –

Trailer load with brakes – 12% (max. kg) 1,000 1,200 1,250 –

TECHNICAL SPECIFICATIONS
FURTHER SPECIFICATIONS  

Body  Exterior dimensions  

Type 5-seater, 5-door, 2-compartment Length/width (mm) 4,241/1,793

Drag coe�cient C W 0.296–0.336 according to engine version Height (mm) 1,556

Turning circle diameter (m) 10.8 Wheel base (mm) 2,651

Chassis  Track front/rear (mm) 1,531/1,516

Front axle McPherson suspension with lower triangular links and torsion stabiliser Clearance (mm) 188; G-TEC: 186

Rear axle Compound link crank-axle Interior dimensions  

Braking system Hydraulic dual-diagonal circuit braking system vacuum assisted Lateral room front/rear (mm) 1,439/1,425

– front brakes Disc brakes with inner cooling and with single-piston �oating calliper E�ective head room front/rear (mm) 1,051/1,003

– rear brakes Drum brakes; alternatively disc brakes depending on engine version Luggage storage space  (max. l)  

Steering Direct rack-and-pinion steering with electro-mechanical power steering Without spare tyre, with rear seat backrests –

Wheels 6.0J x 16'' upright /down 400/1,395 ; G-TEC: 278/1,273

Tyres 205/60 R16 Tank capacity (l) 50; G-TEC: 9 + CNG 13.8 kg

  * World harmonized light-duty vehicles test procedure. 

** 	According to equipment.

	( ) 	Applies to the version with automatic transmission



IF YOU’ VE ENJOYED READING ABOUT IT     
― IMAGINE DRIVING IT

CALL US TO ARRANGE A TEST DRIVE

IMAGE DISCLAIMER
The images presented in this catalogue (brochure) are used 
for illustrative purposes only and are not intended to form part 
of any contract or warranty. They display pre-series cars and 
certain illustrations, features, parts and equipment may differ 
from the actual production cars and from country to country.  
To get the exact specification of features, parts and equipment, 
please get in touch with your nearest local ŠKODA dealer.


